
S
pecifications:

C
urrent R

ating
V

oltage R
ating

C
ontact resistance

Insulator resistance
W

ithstanding Voltage
O

perating Tem
perature R

ange
M

ax P
rocessing Tem

p
Insulator M

aterial
Insulator C

olor
C

ontact  M
aterial

C
ontact P

lated

60P
 0.8P

IT
C

H
 B

O
A

R
D

 T
O

 B
O

A
R

D
 S

M
D

 T
Y

P
E

0.8P
IT

C
H

 B
O

A
R

D
 T

O
 B

O
A

R
D

 S
E

R
IE

S

: 0.5 A
m

p
: 100V AC

/D
C

: 40m
 O

hm
 M

ax
: 100M

 ohm
 m

in.
:  500V

 A
C

/M
inute

: -20°~+85°C
: 260° for 5 seconds
:LC

P U
L 94V-0

: B
lack

: P
hosphor Bronze

: G
old plated(standard)

B
080B

-60M
G

X
-181-LD

H
ow

 T
o O

rder

M
:S

M
D

 Type
N

o. O
f P

ositions

C
ontact Plated

S
eries

M
A

T
IN

G
 H

IG
H

T
:32m

m

G
old 3u"

G
3

G
old 

10u"

G
old 

5u"
G

2
G

old 
30u"

G
6

 G
old P

lated

G
1

G
F

C
ode

G
old Flash

C
ontact P

lated

C
ontact A

rea
C

ontact A
rea

C
ode

G
old 

15u"
G

4

24.6±0.20

1.15

17.92

18.15

∅0.8
∅1.1

28.2±0.20

0.35

0.8±0.0523.2±0.20

29.8

6.5

18.37

7.5

32.0 Ref.
0.35

2.4

7

23.2±0.10

0.5±0.03
0.8

28.2±0.08

LC
P

Tape R
eel


